TEMPERATUREHAMBER
(+5° D %18C D

TK-50 &K
TK-105 &K
TK-190 K
TK-340 K
TK-500 K

TK-1000 &K

T Material temperature resistance and product testing
T _Maintaining superior temperature stability
T _Sample conditioning prior to other tests
T ~Data’loggers and sensors calibration
T /Temperature controlled test polygon
T /World class metrology performance
T Accelerated ageing
T Stress tests
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Controller functions:

Single step with timer or endless CRU - Controlled ramp up
CRD - Controlled ramp down

Count down
toleraces

Timer or endless CRU1 CRU2 CRD1
x*C/min x°C/min x*C/min

Cycling Defined delayed start

——
e znd ey oot cune
cycle repeat cycle repeat o700

Multi steps and timers Auto recovery after power cut-out

tset=t1+t2

Power outage  Power return
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Technical data:

TK-50 CK

TK-105 CK

TK-190 CK

External dimensions
(WxHxD) in mm

570 x 1035 x 645

725 x 1560 x 845

834 x 1675 x.930

Internal dimensions
(WxHxD) in mm

400 x 375 x 350

490 x 498 x 430

600x610 x 510

Volume (L)

~ 50

~ 105

~190

Temperatur e a

+5 é +180

+5¢é +180

+5¢ +180

Heat up rate (
EN 60068-3-5

7,0

3,0

2,7

Cooldownrate ( AC/ mi n
EN 60068-3-5

2,1

2.7

Temperature display )
resolution (AC

01

Temperature set resolution

(AC)

0.1

Temperature st

20 20 2
080

N 0.8A0C 5@ A C
NOAC g AC
N0~ 1 AIC8 0GA C

Temperature un

Zzz
=

RO:6A C 5@ A'C
NOAC g@ AcC
NI;5A C 180AC

Temperature control

PID

Power supply

230V 50/60HZ

230V 50/60Hz

230V 50/60Hz

Wattage (W)

1700

2600

2600

Interface

RS232
(USB-orEthernet as
accessory)

RS$/232
(USB or Ethernet as
accessory)

RS 232
(USB or Ethernet as
accessory)

Shelve

1 (max6)

1/(max 6)

1-(max-8)

Shelve capacity (kg)

25

35

35

Max capacity (kg)

30

60

80

Access port (mm)

Y/ /AT AN
NV /p/0/.) /]
accessory)

V740 st an
RSO HHY
accessory)

T 40 starn
E—50 —ft
accessory)

Noise (dBA) @ 1 m distance

58

58

58

Weight (kg)

125

278

*All performance-in controlled stable en
*Accessories might affect performance!

vironment/(T amplent =

+/ /22 AC//N

Kambic d.o.o0. Metliska cesta 16; 8333 Semic ; Slovenia - EU

www.kambicmetrology.com
info@kambicmetrology.com



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

Technical data:

TK-340 CK

TK-500 CK

TK-1000 CK

External dimensions
(WxHxD) in mm

835 x 1895 x 1115

1035 x 1810 x 1270

1235/x/1930 x 1495

Internal dimensions
(WxHxD) in mm

600 x 830 x 685

800 x 800 x 800

1000 x 1000 x 1000

Volume (L)

~ 340

~ 500

~1000

Temperatur e a

+5 ¢é +180

+5¢é +180

+5¢é +180

Heat up rate (

14

3,5

3,8

EN 60068-3-5
down

Cool
EN 60068-3-5

rat e

1,8

1.8

16

Temperature display )
resolution (AC

Temperature set resolution

(AC)

Temperature st

Temperature. un

f1,0A-C 180A C

Temperature control

PI1D

Power supply

230V 50/60Hz

3x400V/50/60Hz

3x400V 50/60Hz

Wattage (W)

2600

8000

0[0]0)

Interface

RS232
(USB-orEthernet’as
accessory)

RS 232
(USB or Ethernet as
accessory)

RS 232
(USB or Ethernet as
accessory)

Shelve

1 (max 8)

1 (max 8)

1 (max 8)

Shelve capacity (kg)

35

50

50

Max capacity (kg)

100

150

200

Access port (mm)

V//4/9 /] FT7%H
X //5/0 ) /N
accessory)

S 07 Tseran
TS50
accessory)

40 st an
(150, I
accessory)

Noise (dBA) @ 1 m distance

58

58

58

Weight (kg)

324

435

604

*All-performance in controlled stable environment' (T ambient =

*Accessories might-affect performance!

r]22

Ac/ /N3

AcC) !
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